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INTERLINE PRODUCTS

Versatlity, Lightness,
Strength and Beauty



INTERCURVE

Architects and other building designers are
constantly seeking new ways and design
of building outlooks. At Interline, the
introduction of INTERCURVE is gaining
acceptance widely because of its capacity
to "dressup" or enhance the outside
appearance of residential, commercial and
industrial buildings. The INTERCURVE
can be shaped in either a concave or
convex pattern depending on
requirements.

INTERCURVE is the panel of the future for
those who require an economical way of
presenting building with flair.

Intercurve sheeting come in choice of 4

surface finishes : Regular Polyester (PE),
Silicon  Modified  Polyester  (SMP),
Polyvinyldene Fluoride (PVF2) and non
painted Galvalume. All base steel are

coated with choices of Aluminium, Zince or
Zinc Galvanized. PE, SMP and PVF2
comes in 11 colour choices, that is, Golden
Yellow, Military Green, Light Brown, Jade
Green, Off White, Kelabu Grey, Vermillion
Red, Royal Blue, Aqua Green, Forest
Green and Teak Brown. INTERCURVE is
cold roll-formed using A grade 6550 steel
(550 mPa minimum yield strength), with a
base metal thickness of either 0.42mm and
a total coated thickness of 0.47mm or
0.55mm and a total coated thickness of

0.62mm. Both Galvalume®  and Colourstrong® uses 55% Aluminium Zinc
coating with a minimum coating mass 150g9/m2. INTERCURVE offers an
unbeatable combination of strength and good looks, as it is painted with oven
baked silicon polyester finish.

MINIMUM CURVATURE : 470mm Radius
MAXIMUM CURVATURE : Unlimited
SHEET WIDTH : 760mm

CURVATURE TOLERANCE : * 0.5mm of Radius

For further compehensive details, please refer to INTERCURVE Technical
Data Sheet.




